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:: MOULD – BACTERIA  UV- R EFLEX  :: MOULD – BACTERIA  UV- FAN 

Features:

- Selectable lamp output
adapted to the room size

- aluminium housing powder-coated
- All components are UV - C  resistant 
- Easy to install
- To be operated at 230 V socket
- Optical monitoring
- Optionally with mobile base frame (M2/95-HP-ST) 
- Optionally additionally with an 

external UVC lamp (M2/95-HP-BD-ST)
- Available with remote control
- CE sign (LVD, EMC, MD, RoHS)
- Equipped HACCP compliant

UV-FAN M2/40H M2/95-HP M2/95-HP-ST M2/95-HP-BD
M2/95-HP-2BD-

ST-Rc

Item No. A003090 A002820 A002821 A002822 A009249

Electrical power (W) 110 220 220 220+95 220+190

Voltage (V/Hz) 230/50 230/50 230/50 230/50 230/50

Connection cable (m) 2.5 2.5 2.5 2.5 2.5

Dimensions (cm) 95x26x13 104x32x13 123x32x13 104x40x13 123x43x36

Air flow (m³/h) 70 150 150 150 150

Recommended floor area 
(m²) 

15 40 40 40 40

Recommended room 

volume (m³
40 100 100 100 100

Recommended lamp 
replacement (h)

9000 9000 9000 9000 9000

Spare lamp (internal)
2 x 

A003389
2 x  

A003926
2 x  

A003926
2 x  

A003926
2 x  

A003926

Spare lamp (external BD) - - - -
1 x 

A007860
2 x 

A007860
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