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UV safety goggles

Description

Art. No. 8209

Art. No. A008126

Art. No. 8211

Product
caracteristics

Comfortable welder-protection-filters

fit over each correction-glasses
Super-panorama-disk with 180° visual fields
Outstanding, pressure-free seat

good ventilation through special-clip-construction
with optimal side-protection

4-steps length adaptation

flex clips for highest comfort

Comfortable uv-protection-filters

fit over each correction-glasses
Super-panorama-disk with 180° visual fields
Outstanding, pressure-free seat

good ventilation through special-clip-construction
with optimal side-protection

4-steps length adaptation flex clips for highest
comfort

Comfortable uv-protection-filters

fit over each correction-glasses
Super-panorama-disk with 180° visual fields
Outstanding, pressure-free seat

good ventilation through special-clip-construction
with optimal side-protection

4-steps length adaptation

flex clips for highest comfort

Technical details

Clips

Material: PC

Color: black

4-steps length adaptation
Lamellae construction

Material: PC

Color: green / black
4-steps length adaptation
Lamellae construction

Material: PC

Color: colourless

4-steps length adaptation
Lamellae construction

Pane Material: PC Material: Polycabonate Material: PC

Thickness: 2,2 Thickness: 2,2 Thickness: 2,2

Protection-step: 4 Protection-step: 1,7 Protection-step: 2-2,1

(DIN EN 169 welder protection filters) (DIN EN 169 welder protection filters) (DIN EN 170 uv-protection-filters)

Color: black Color: grey Color: colourless

Optical class: 1 Optical class: 1 Optical class: 1

Mechanical soidity: S (DIN EN 166) Mechanical soidity: F (DIN EN 166) Mechanical soidity: F (DIN EN 166)
Other Weight: 47 g Weight: 47 g Weight: 47 g

Standardize-fulfilment: DIN EN 166 + 169 Standardize-fulfillment: DIN EN 166 + 169 Standardize-fulfillment: DIN EN 166 + 170
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